
to MICRO MACs Input pin #9 (white)

to your show connector pin #9 (white)

from MICRO MACs Output pin #9 (white)

Programming Switch For
Channel 0, Bit 0

to MICRO MACs Input pin #8 (grey)

to your show connector pin #8 (grey)

from MICRO MACs Output pin #8 (grey)

LED

2.2 KΩ resistor

off
Programming Switch For

Channel 0, Bit 1

to MICRO MACs Input pin #7 (violet)

to your show connector pin #7 (violet)

from MICRO MACs Output pin #7 (violet)

Programming Switch For
Channel 0, Bit 2

to MICRO MACs Input pin #6 (blue)

to your show connector pin #6 (blue)

from MICRO MACs Output pin #6 (blue)

Programming Switch For
Channel 0, Bit 3

to MICRO MACs Input pin #5 (green)

to your show connector pin #5 (green)

from MICRO MACs Output pin #5 (green)

Programming Switch For
Channel 0, Bit 4

to MICRO MACs Input pin #4 (yellow)

to your show connector pin #4 (yellow)

from MICRO MACs Output pin #4 (yellow)

Programming Switch For
Channel 0, Bit 5

to MICRO MACs Input pin #3 (orange)

to your show connector pin #3 (orange)

from MICRO MACs Output pin #3 (orange)

Programming Switch For
Channel 0, Bit 6

to MICRO MACs Input pin #2 (red)

to your show connector pin #2 (red)

from MICRO MACs Output pin #2 (red)

Programming Switch For
Channel 0, Bit 7

ground from MICRO MACs Output pin #1 (brown)

+15 VDC from MICRO MACs Output pin #10 (black) +15 VDC to MICRO MACs Input pin #10 (black)

+15 VDC to your show connector pin #10 (black)

ground to your show connector pin #1 (brown)

ground to MICRO MACs Input pin #1 (brown)

(on)

LED (fuse indicator - lit if fuse is OK)

2.2 KΩ
resistor

playback

playback

playback

playback

playback

playback

playback

playback

LED

2.2 KΩ resistor

off

LED

2.2 KΩ resistor

off

LED

2.2 KΩ resistor

off

LED

2.2 KΩ resistor

off

LED

2.2 KΩ resistor

off

LED

2.2 KΩ resistor

off

LED

2.2 KΩ resistor

off

(on)

(on)

(on)

(on)

(on)

(on)

(on)


